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• Temperature Range:  -40 to +240oF

• Washers - SAE Flat Washer, Zinc Plated (ASTM-F-844)

• Lugs - Electro-Galvanized Malleable Iron with Dichromate Seal

• 60% Pipe Seal Surface Area (lug to lug gasket coverage)

• Neoprene Gasket Material Compounded to Resist Various
   Line Contents (not recommended for use on Natural Gas)

• Now Furnished with Waffle Design Gasket for Improved Point
   Loading on Pipe

• Gasket Super-Glued in Place to Allow for One-Hand Installation

• Nuts and Bolts - Electro-Galvanized Carbon Steel with Dichromate
   Seal

QUICK CLAMP 4100 Series

Repair Band
Features of the Series 4100 QUICK CLAMP

• 1/2” Through 6” Diameter

• Fits Steel Tubing and PVC Pipe (IPS Sizes)

• Copper Tube Sizes Available Upon Request

• 3” and 6” Widths (9” and 12” widths available upon request)

• 304 (18-8) Stainless Steel Band

• 150 PSI Working Pressure Rating on Water

FORM #:  4100-1/09



QUICK CLAMP Series 4100 Repair Band

   For Repair of IPS diameter Pipe and Tubing
    Easy to Use - Installs in Seconds
       Repairs  Pitted and Corroded Pipe Surfaces
         Leak Repair for Pinholes, Punctures and Splits
              60% Sealing Surface

Total Piping Solutions, Inc.
1760 Haskell Road

P.O. Box 525
Olean, NY  14760

Tel.: 716-372-0160
Fax: 716-372-1767

Visit Our Website at:  http://tps.us

Quality Products and Services
Competitive Pricing

Availability
Proven Time Savings

Superior Response

Nom. Dia.    Width    Range     Pipe Class     TPS Part Number

1/2 3 0.84 IPS 4103-0084-150
3/4 3 1.05 IPS 4103-0105-150
1 3 1.32 IPS 4103-0132-150

1 1/4 3 1.66 IPS 4103-0166-150
1 1/2 3 1.90 IPS 4103-0190-150

2 3 2.38 IPS 4103-0238-150
2 1/2 3 2.88 IPS 4103-0288-150

3 3 3.5 IPS 4103-0350-150
3 1/2 3 4 IPS 4103-0400-150

4 3 4.5 IPS 4103-0450-150
5 3 5.56 IPS 4103-0556-150
6 3 6.63 IPS 4103-0663-150

1/2 6 0.84 IPS 4106-0084-150
3/4 6 1.05 IPS 4106-0105-150
1 6 1.32 IPS 4106-0132-150

1 1/4 6 1.66 IPS 4106-0166-150
1 1/2 6 1.90 IPS 4106-0190-150

2 6 2.38 IPS 4106-0238-150
2 1/2 6 2.88 IPS 4106-0288-150

3 6 3.5 IPS 4106-0350-150
3 1/2 6 4 IPS 4106-0400-150

4 6 4.5 IPS 4106-0450-150
5 6 5.56 IPS 4106-0556-150
6 6 6.63 IPS 4106-0663-150

Cross Reference:  Smith Blair #245,   JCM #110,   Ford FSC,   Romac SC

WARNING! This product is not
intended for use on natural
gas piping, or any other
type of gas piping.  To do
so could result in escaping
gas that could ignite and
cause property damage,
serious injury or death.NO!

�

WARNING!

PIPE
PULLOUT

This is a non-restraining
product.  If pipe pullout can
occur proper anchoring of
the pipe joint is required.
Failure to anchor pipe could
result in the escape of line
content and may cause
property damage, serious
injury or death.


